
 ACU SPI Electrical I/O Extension 

Datasheet 
 

 

 

SPI Electrical I/O EXT 

FG number not defined yet 

 SPI extension for ICM 

 Galvanic isolated 

 Hardware tripline 

 Electric digital inputs (interlocks/status) 

 Electrical digital outputs 

 PSS1 output signal 

 

 

 

 

Name # Property  Value [ ] 

Supply  X12    

  Voltage  DC 24 V 

      

Electrical digital inputs 10 X2 – X11    

  High  24 V 

  Low  0 V 

      

Electrical digital outputs² 10 X13 – X17    

 6 1st option³ DC Internal 24 V 

  2nd option³ DC External  V 

      

 4  DC Individually 

ext. supplied 
V 

      

Tripline out optical 4 
 

1 D48    

  Light on  ok    

  Light off interlock   

      

Dimensions      

Without/with PCB profile  Width  140 / 142 mm 

Without/with PCB profile  Height  108 / 126 mm 

 

 

 

 

     

1 PSS – Personal Safety System. Configurable on X17 via software (PCA). 

² Electrical digital outputs can be disabled by incoming tripline. Selectable via S1. 

³ Selectable with jumpers JP2 & JP3.  

 

USI “HDMI with Ethernet” (connector type A) cables to connect ACU SPI Modules. 


